
5024 EGR Series
CUSTOM HIGH TEMPERATURE SENSOR PACKAGES

•	 Lead	wire	or	integral	connector	terminal	options
•	 Available	in	150°C	or	300°C	constructions

FEATURES

•	 High	temperature	sensing	NTC	thermistor	technology 
•	 Fast	response	stainless	steel	packages	in	various	thread	sizes

DESCRIPTION

The	Airpax™	5024	EGR	temperature	sensors	provide	up	to	300°C	temperature	sensing	capability	in	fast	response	stainless	steel	
packages.		Developed	for	the	exhaust	gas	recirculation	market,	the	new	5024	EGR	temperature	sensors	provide	accurate	high	
temperature	output	in	the	fastest	responding	immersion	package	on	the	market	today.

Please	contact	Sensata	Technologies	for	assistance	in	applying	the	Airpax™	5024	EGR	temperature	sensors	to	meet	your	high	
temperature	sensing	needs.

SPECIFICATIONS

Max Operating Temperature -55ºC	to	300ºC	(-67ºF	to	572ºF)

Temperature Tolerance 150ºC	max	version:	25ºC	±	0.4ºC,	150ºC	±	0.6ºC 
300ºC	max	version:	25ºC	±	0.8ºC,	300ºC	±	3.7ºC

Body Material 304	Stainless	Steel

Sensor Type 150ºC	max	version:		3,000	ohms	@	25C,	NTC
300ºC	max	version:		49,120	ohms	@	25C,	NTC

Mating Connector 150ºC	max	version:		Packard	Electric	12162193
300ºC	max	version:		Packard	Electric	12162197



SENSATA	TECHNOLOGIES 
 
529	Pleasant	Street
Attleboro,	MA	02703-0964	USA 
1-508-236-3287	(Main) 
1-508-236-1598	(Fax) 
http://airpax.sensata.com 
http://www.sensata.com

Important	Notice:	Sensata	Technologies	(Sensata)	reserves	the	right	to	make	
changes	to	or	discontinue	any	product	or	service	identified	in	this	publication	
without	 notice.	 Sensata	 advises	 its	 customers	 to	 obtain	 the	 latest	 version	
of	 the	 relevant	 information	 to	 verify,	 before	 placing	 any	 orders,	 that	 the	
information	being	 relied	upon	 is	current.	Sensata	assumes	no	 responsibility	
for	infringement	of	patents	or	rights	of	others	based	on	Sensata	applications	
assistance	 or	 product	 specifications	 since	 Sensata	 does	 not	 possess	 full	
access	 concerning	 the	 use	 or	 application	 of	 customers’	 products.	 Sensata	
also	assumes	no	responsibility	for	customers’	product	designs.
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*	 Basic	Product	Series

5024 5 5 5

5.	 Non-Descript	from	Sensata

5
EXAMPLE :  5024-5555 
 
5024	series	assigned	a	unique,	
4-digit	non-descript	by	Sensata	
Technologies	to	specify	the	body,	
terminals	and	sensing	element.

5024 EGR 150ºC MAX CONFIGURATION 

(22.00         )

0.866            +0.000           
-0.020           

+0.00           
-0.51           

0.098 ± 0.004
(2.49 ± 0.10)

0.078 ± 0.012
(1.98 ± 0.30)

0.543 ± 0.008
(13.79 ± 0.20)

3.462 ± 0.060
(87.93 ± 1.52)

1.575 ± 0.015
(40.01 ± 0.38)

0.374 ± 0.008
(9.50 ± 0.20)

0.512 MIN
(13.00)

0.591 MIN
(15.00)

0.015 CHAMFER45º x
(0.381)

MATES WITH PACKARD ELECTRIC 12162193

O-RING
M10 x 1-6G THREAD

Ø

(3.18           )

0.125            +0.004           
-0.000           

+0.10           
-0.00           

Ø

HEX

0.856
(21.73)

0.225
(5.71)

5024 EGR 300ºC MAX CONFIGURATION 

(22.00         )

0.866            +0.000           
-0.020           

+0.00           
-0.51           

0.039
(1.00)

0.661 ± 0.008
(16.80 ± 0.20)

3.462 ± 0.060
(87.93 ± 1.52)

1.575 ± 0.015
(40.01 ± 0.38)

0.433 ± 0.008
(11.00 ± 0.20)

0.554
(14.07)

0.856
(21.73)

0.225
(5.71)

0.591 MIN
(15.00)

0.015 CHAMFER45º x
(0.381)

MATES WITH PACKARD ELECTRIC 12162193 M12 x 1.5-6G THREAD
COPPER WASHER

Ø

(3.18           )

0.125            +0.004           
-0.000           

+0.10           
-0.00           

(3.00           )

0.118            +0.012           
-0.000           

+0.30           
-0.00           

Ø

HEX


